Tk Certified Olimpeak™ Syringe Filters

Polyethersulfone New Certified Olimpeak™ Syringe
Filter with Polypropylene Housing
’

+  Hydrophilic membrane, very low protein and nucleotic acid
binding and can be used with high temperature liquids

+ This membrane provides high flow rates and good
throughput volume

« PES is the filter of choice for tissue culture work, having
very low extractables

¢+ The PES is a mechanically strong membrane, and can be
used with strong bases, alcohols and resistive proteins

+ Good to excellent flow rates

« Maximum operating temperature 100 °C

Don't use it with acids, ketones, ethers, halogenated or aromatic

hydrocarbons.

Reference  Description Pk
TR-200401  Polyethersulfone, violet 0,45 um, 25 mm D 100
TR-200402  Polyethersulfone, light violet 0,20 um, 25 mm D 100
TR-200403  Polyethersulfone, violet 0,45 um, 13 mm D 100

TR-200404  Polyethersulfone, light violet 0,20 um, 13 mm D 100

Cellulose Acetate New Certified Olimpeak™ Syringe
Filter with Polypropylene Housing

*  Hydrophilic membrane
+ |deal for aqueous based samples and for tissue cultura
media filtration and sensitive biological simples

+  Very low protein binding membrane, even less than either

PVDF or

PES membranes

+  This membrane has a lower chemical resistance than
Regenerated Cellulose
+  Maximum operating temperature 110 °C

Don't use it with organic solvents.

Reference  Description Pk
TR-200406 Cellulose Acetate, orange 0.45 ym, 25 mm D 100
TR-200407 Cellulose Acetate, light orange 0.20 um, 25 mm D 100
TR-200408 Cellulose Acetate, orange 0.45 ym, 13 mm D 100
TR-200409 Cellulose Acetate, light orange 0.20 um, 13 mm D 100

M.E. Cellulose New Certified Olimpeak™ Syringe

Filter with

« TheM.E
+  Theyare
solutions

+ ltisideal for biological samples or culture media filtration

Polypropylene Housing

Cellulose membrane is hydrophilic
used to clean or to sterilize many aqueous

Reference  Description Pk
TR-200104  M.E Cellulose Filter, yellow, 0.45 um, 25 mm D 100
TR-200105 M.E Cellulose Filter, light yellow, 0.20 um, 25 mm D 100
TR-200504  M.E Cellulose Filter, yellow, 0.45 um, 13 mm D 100
TR-200505 M.E Cellulose Filter, light yellow, 0.20 um, 13 mmD 100






